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NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS NOTED OTHERWISE.

2. ALL LEVELS ARE IN METRES RELATIVE TO|
MEAN SEA LEVEL (MSL).

3. STRUCTURE SHALL BE FOUNDED ON FIR
GROUND. ANY LOOSE FILL UNDERNEATH
STRUCTURE SHALL BE REPLACED BY
P.C.C BEFORE INSTALLATION OF
STRUCTURE.

4. NO DIMENSION SHALL BE SCALED,ONLY
WRITTEN DIMENSIONS SHALL BE
FOLLOWED.

5. EMBEDMENT MATERIAL SHALL CONFIRM
TO IS 13916:1994. ALL BACKFILL AND
EMBEDMENT SHALL BE COMPACTED TO
95% OF PROCTOR DENSITY.

6. ENCASING OF PIPE SHALL BE CARRIED
OUT, BENEATH OF THE ROAD WHERE
EARTH CUSHION ABOVE PIPE IS LESS
THAN 1 METER.

LEGEND:-
FPL - FINISHED PAVEMENT LEVEL
RCC - REINFORCED CEMENT CONCRETE

PCC - PLAIN CEMENT CONCRETE
Bc - OUTER DIAMETER OF PIPE
L - FOR ROAD CROSSING AS PER .
RELEVANT ROAD LAYOUT.
- FOR LONGITUDINAL LENGTH OF PIPE|
UNDER ROAD AS PER SEWER
LAYOUT/LONGITUDINAL PROFILE.
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